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REMINDER
BEFORE ASSEMBLY
Verify that all parts are included with your gas fire pit BEFORE you begin assembly by
checking the Parts and Hardware List. For your convenience,some parts may be pre-
assembled or attached to heater components.

Leave hardware installed HALF-TIGHTENED on the gas fire pit during assembly until unit is
completely assembled, then finish tightening all hardware installed. 

YOUR OWNER’S MANUAL
Keep and store this Owner’s Manual for future reference-It contains importand instruction and 
procedures for safety and maintenace.
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A�aching the regulator
6.Turn the knob to the posi�on shown in the 
figure(1).Then press the regulator down in 
the direc�on shown in the figure(1) while 
holding down the regulator bu�on to connect 
the regulator connector with the gas cylinder 
adapter .Release the bu�on,pull the regulator  
by hand to make sure that  the regulator is 
connected to the the adapter of gas tank.
Turn the knob to the posi�on shown in  
figure(2).

Knob
Button

（1）

Regulator

Adapter of the gas tank 

Knob

（2）

Pouring the lava rocks
9. Pour the box of
into the

CAUTION

P

(N)

((M)) on this burner ((O) should be free
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Assembly

Assembling the glass

Unscrew all preassembled screws on the glass clamps.
Then, assemble one glass panel to the other glass panel . Repeat for the rest two glass panels.
Then, assemble the two glass panel pieces together with the final glass clamps as shown below.

Inserting the glass

Insert the glass assembly made in step 1 into the ridge on the top of the fire table body .
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